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Wrapped Land 
Drain 

 
Our single wall corrugated pipe system is designed specifically for land 
drainage applications. Manufactured from high-density polyethylene 
(HDPE), Naylor land drain pipes are strong, easy to install and available in perforated and unperforated 
designs for the removal of excess surface water or water attenuation. Wrapped land drain are used in 
applications where filtration is required.  
 

Material High Density Polyethylene (HDPE). 100% Recycled Materials 

Colour Black land drain pipe is wrapped in a white polyester sock. 

Quality System 
& Inspection 

All quality systems and inspection procedures comply with BS EN ISO 9001: 2015 
(Certificate No: FM 01420). 

Packaging Supplied in coils with a pre-fitted coupler. Coils come shrink wrapped on pallets, 
quantity per pallet is dependent on size. 

Wrap Coil is fitted with a knitted sock prior to despatch. (100% polyester, 100 denier) 

Storage For long term storage keep away from direct sunlight to avoid product degradation, over 
12 months exposure to direct sunlight should be avoided. 

 
 
 
 
 
 
  
 
 
 
 
 
 

Coil         
Size OD 
(mm) 

Length 
(m) 

Permeable 
area* 

(mm2/m) 

Perforation 
width* (mm) 

Min Ring 
Stiffness 
(kN/m2) 

Weight 
(Kg/m) 

Pallet 
Qty 

Code 

80 50 4620 1.4 2 0.27 5 68077 
100 50 4608 1.6 2 0.37 5 68118 
160 50 3240 1.8 2 0.79 3 68119 

 



 

 

 
 
 

Connectors   
Size OD (mm) Pack Qty Code 

60 1 68086 
80 1 68087 
100 1 68062 
160 1 68063 

 
 
 
 
 
 
 
Multi-Junction   

Size ODs Pack Qty Code 
60/80/100 50 68064 

60/80/100/160 10 68061 
 
 
 
 
 
 
 
 
 
End Caps   

Size OD (mm) Pack Qty Code 
60 1 68090 
80 1 68088 
100 1 68091 
160 1 68109 

 
 
 

 
 
 
 

 
 
 
 

 


