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MetroDuct – Single 
Wall 

MetroDuct is available in singlewall corrugated profiles. The lightweight, 
flexible corrugated duct copes with trench undulations and the high 
impact resistance minimises special preparation of beds and eliminates 
the need for special surrounds in most instances. Supplied plain ended. 
Couplings to be ordered separately.  

Material HDPE 

Colour Colour dependant on use, please see below. Special colours and wall thicknesses available 
on request 

Marking Varies with application 

Quality System 
& Inspection 

All quality systems and inspection procedures comply with BS EN ISO 9001: 2015 
(Certificate No: FM 01420) 

Packaging Coil lengths range from 25m to 150m, all coils are shrink wrapped to pallets. Quantity 
of coils per pallet are dependent on coil diameter and length.  

Storage 

 

 

For long term storage keep away from direct sunlight to avoid product degradation, over 12 
months exposure to direct sunlight should be avoided 

 
 
 
 
 
 
 
 

MetroCoil Single Wall Ducting – Gas (YELLOW) 
OD (mm) Length 

(m) 
Pallet  

QTY 
Certification Code 

60 50 8 BS 4962 68075 
60 150 5 BS 4962 68074 
80 25 9 BS 4962 68073 
80 50 7 BS 4962 68072 
80 100 4 BS 4962 68071 

100 25 7 BS 4962 68070 
100 50 6 BS 4962 68069 
100 100 4 BS 4962 68068 
160 50 4 BS 4962 68066 

 
 
 
 

 



 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

MetroCoil Single Wall Ducting – Street Lighting Scotland 
(PURPLE) 

OD (mm) Length 
(m) 

Code Pack Quantity 

35mm 25m M68027 n/a 
63mm 100m M68006 5 

105mm 40m M68001 7 
163mm 30m M68110 n/a 

MetroCoil Junction Boxes 
OD (mm) Code Pack Quantity 
105mm M68132 n/a 

MetroCoil Connectors 
OD (mm) Colour Code Pack Quantity 

60 Black 68086 8 
80 Black 68087 7 

100 Black 68062  
160 Black 68063  


